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Product Group: Patch Cords

foppex FIBER OPTIC PATCH CORD CHARACTERISTICS
Assembly Simplex (with a single optical fiber) Duplex (with two optical fibers)

Fiber Mode
Single mode (G652D - 9/125 μm)

Single mode (G657A)
Single mode (G657B)

Multi mode
50/125 μm 62,5/125 μm

Polish Types PC UPC APC SPC

Terminations SC ST FC LC E2000 FDDI ESCON MU MPO MT-RJ SMA
905

Color
Colors of all foppex products are compliant with TIA/EIA-568-C.3
Optical Fiber Cabling Components Standard of the Telecommunications
Industry Association.

Length 0.5m, 1m, 2m, 5m, 10m - Custom lengths available
Cable Jacket PVC LSZH
Fiber type 0.9mm 1.6mm 2.0mm 3.0mm
Bandwidth for Multi
mode fiber optic
patch cords

OM1 OM2 OM3 OM4

TERMINATION TYPES
CONNECTOR # of FIBERS CONNECTION SHAPE FERRULE SIZE

SINGLE

FIBER

SC 1 Push-in Square 2.5mm
ST 1 Twist-lock Round 2.5mm
FC 1 Screw-on Round 2.5mm
LC 1 Push-in Square 1.25mm

E2000 1 Push-in Round 2.5mm

MU 1 Push-in Rectangular 1.25mm

SMA 905 1 Screw-on Round 3.1mm

MULTI

FIBER

FDDI 2 Push-in Rectangular (2) 2.5mm
ESCON 2 Push-in Rectangular (2) 2.5mm
MPO 2 or more Push-in Rectangular 2.5mm x 6.4mm

MT-RJ 2 Push-in Rectangular 2.45 x 4.4mm

Optical Specifications Single - mode Multi - mode
Insertion loss ≤0.20dB ≤0.20dB
Return loss ≥45dB ≥35dB
Temperature Specifications
Operation Temperature -10 deg to + 75 deg
Storage Temperature -40 deg to + 85 deg
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foppex manufacturing order abbrevations :

Fiber Mode Terminations
(connector)

Polish Types
(Finish/ Gender,

Ferrule)
Assembly Material

Type
Cable

Diameter Length

Single mode (G.652)
9/125 = S9

Single mode (G657A) = 7A
Single mode (G657B) = 7B

Multi mode
50/125 = 50

62,5/125 = 62
OM3 = M3
OM4: M4

FC = FC
SC= SC
ST= ST
LC= LC

MT –RJ = MR
MPO =MO
MU = MU
FDDI =FD

SMA 9050=SA
ESCON =EC
E2000 = E2
Pigtail = PT

PC = P
SPC =S
APC=A
UPC =U

MT-RJ Female = F
MT-RJ Male = M

Pigtail = T

Simplex=S

Duplex=D

PVC = V
LSZH = L

0.9mm = 09
1.6mm = 16
2.0mm = 20
3.0mm = 30

0,5 = 00.5
1 = 01.0

1,5 = 01.5
2 = 02.0
3 =03.0

…
50 = 50.0
60 = 60.0

…
custom lengths available

50LCLCUDL2060.0

S9LCSCADL3002.0

S9SCSCUDL3020.0
62LCSCPDL3002.0

S9LCSTUDL2002.0

S9LCLCUDL3010.0


