...because fiber is good for you!

Product Group: Singlemode Pigtails

LC Connectors

The LC connectors are a small form factor (SFF)
connector and is ideal for high density applications. A
Behind the Wall (BTW) version is available with short
connector and boot for ultra-compact requirements.

Used in:
M\ " - Gigabit Ethernet applications
\w - - Video applications
- Active device termination
e - Premise installations
- Telecommunications networks
Specifications:
Polishing UPC, APC, PC
Insertion Loss <0.3dB
Return Loss PC/SM >45 dB , UPC/SM>50 dB , APC/SM>60 dB
Repeatibility of IL <0.2dB
Min. Bending Radius 35mm
Cable Diameter 3.0mm or 2.0mm or 0.9mm
Operation Temperature -40°C to +80°C
Storage Temperature -40°C to +80°C
Industry Standard ITU-TG.652
Ordering:
Foppex Ltd. (VAT No: 10265372U), Foppex Manufacturing (M.S. 8262),
Thiesos, 7, Strovolos, P.C. 2042, 4 Tuna Sokak, Kumsal, Nicosia, North Cyprus,
Nicosia, Cyprus. via Mersin 10, Turkey.
tel: +357 222 32 052 tel: 490 392 229 1515

e-mail: info@foppex.com url: www.foppex.com




